
BEST MANAGEMENT PRACTICES  

 Hazardous Materials  
 

Hazardous materials include paints, oils, 
solvents, acids, caustic solutions, solid 
chemicals, chemicals solutions, and waste 
materials, such as batteries and their 
contents.  
 
• Hazardous materials must be stored 

under cover on an impervious surface 
when not in use.  

• Keep all hazardous materials in the 
original container with labels in place 
and store containers in areas with 
good ventilation and where they will 
not get knocked over. 

 

• These materials shall be taken to the 
Household Hazardous Waste facility 
(see map on back) for proper disposal.  

 
Garbage and Recyclables  

 
• Dumpsters are for Port patron and 

leaseholder use only, and are for 
marina/yard generated waste, not 
trash and debris from home.  

 
• Waste oil, spent zincs, cardboard, and 

garbage can be disposed of properly at 
our facility near the yard office (see 
map on back). Spent zincs must  
disposed of in our designated zinc 
drums.  

 
• Let empty latex paint cans dry 

thoroughly before disposing in 
dumpsters.  

 
• Recycle materials in the appropriate 

bins as labeled. Materials placed into 
the wrong bins will cause the 
materials to be landfilled instead of 
recycled.  

Welcome to the Port of Port 
Townsend! We appreciate 

your business!  

 

Keeping our gates open and our 

rates low is largely a matter of 

maintaining the quality of our 

stormwater. Falling short of our 

stormwater quality benchmarks 

means more expensive treatment 

measures and those costs mean 

higher fees for our services.  

 

This overview of the Port’s Best 

Management Practices was 

designed to help you to help us in 

maintaining our Boatyard Permit. 

Please take a moment to read 

about those areas of vessel 

maintenance that apply to your 

stay with us.  
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Discharges and Spills  

• Port staff must be notified immediately in 
the event of an accidental discharge of fuel, 
oil, bilge water, or any other material that 
would produce a sheen. 

For after-hour spills, phone:  

PoPT Environmental 360-301-0087  

National Response Center  800-424-8802 

Security Services NW 360-797-0200 

 

Noise  

By agreement with the City of Port 
Townsend, activities generating excessive 
noise are limited to the hours of 7 am to 7 
pm, Monday through Saturday. No 
excessive noise is allowed on Sundays and 
Holidays.  
 

Help with Best Management 
Practices  

 
The Port’s staff is here to help you put 
these Best Management Practices to work 
so that we can continue to operate the Boat 
Haven. The Environmental Specialist is 
available at (360) 301-0087. Please call if 
you have any questions.  
 
 

You are responsible for the work area around 

your boat and leased or rented work areas, and 

for the actions of anyone assisting you, be it 

family, crew, or contractors.  

Your work area must be returned to the clean 

condition it was found in prior to re-launching 

your vessel. The Port will not be responsible for 

delays in re-launching your vessel if your work 

site has not been managed in accordance with 

these BMPs.  

• Paints containing tributyltin are 
prohibited from use on any vessel less 
than 25 meters in length (82 feet) 
except as applied by a licensed 
applicator for the painting of aluminum 
hulls of a vessel that is less than 25 
meters in length, and for the painting of 
outboard motors and out drives of 
vessels less than 25 meters in length.  

 

In-Water Maintenance  

• Cleaning, repair, modifications, 
and surface preparation or 
coating of any portion of a vessel's 
hull while the vessel is afloat is 
prohibited. Only minor work on the 
topside or superstructure is allowed, 
limited to 25% of the topside surface.  

• The Boatyard General Permit prohibits 
the discharge of sewage (including 
discharges from the vessel’s galley) into 
waters of the State. Sanitary waste must 
be discharged to either the sanitary 
sewer or into a holding tank.  

• It is prohibited to discharge hydraulic 
fluids, oily wastes, and petroleum 
products to waters of the State.  

• Bilge water discharges must not contain 
solvents, detergents, emulsifying 
agents, or dispersants. It should not 
cause any visible sheen.  

• When stripping, sanding, scraping, 
painting, coating and/or varnishing any 
deck or superstructure of a vessel in-
water, you  must collect all particles, 
oils, grits, dusts, flakes, chips, drips, 
sediments, debris, and other solids to 
prevent their release into the waters.   

Mandatory Best Management 

Practices:  

• Sanding shall be done with vacuum 
sanders only. Sanders must be electric 
or air powered and capable of 98% dust 
extraction with a static lift of 60in/min 
and airflow of 116cfs/min.  

• Sandblasting is done in a designated 
area of the boatyard and requires a 
permit that can be obtained at the yard 
office. The permit must be openly 
posted at your worksite.  

• You must collect and manage all 
particles, oils, grits, dusts, flakes, chips, 
drips, sediments, debris, and other 
solids to prevent their release into the 
environment.  

• You must avoid wetting the solids 
during collection and must not wash 
solids into any surface water or into a 
stormwater collection system.  

• When solids-generating activity is 
occurring, tarps must be swept at least 
once per day. The sweeping must be 
bagged and disposed of in a dumpster. 

• All used sandpaper, cans, brushes, and 
other work materials must be cleaned 
up and properly disposed of. Paint 
brushes, rollers, and pans should be 
double-bagged before being deposited 
into dumpster. 

• Zincs must be stored in a covered 
container.   

• Drip pans, drop cloths, tarpaulins, or 
other protective devices must be used 
during surface preparation, paint and 
solvent transfer, paint mixing, and 
application, unless those activities are 
completely enclosed in a building.  


